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SAVAN NATH ALWOIRIKS

ARCHITECTURAL SPECIFICATIONS AND SUBMISSIONS

The following section contains four basic specification guides that can be adapted to
your specific job requirements. Please browse through each one and select the one that
closely fits your project requirements, of course, some minor adjustments must be made
or you can mix different sections to suite your specific needs. We are always willing to
help in any way, just call our office for any support required.

Guide A1 would be used for doors that should be constructed of solid wood, due to
doors being required on the exterior as well as the interior of the project, and group
matching is essential.

Guide A2 would be recommended for a project that contains interior doors only, the
construction would be of veneers laminated to structural composite lumber. With this
process the panel specie could differ from the stiles and rails, creating a beautiful unique
design.

Guide A3 would be recommended for a project that contains exterior doors only, the
doors must be constructed in such a manner that the joinery can withstand the test of
time. The factory finish must be durable enough to take the extremes of the outside
elements.

Guide A4 would be recommended for a project that contains a mix of doors that may be
used in the same project. In this guide, jambs would be required in various parts of the
project, along with fire rated doors.

We have also included our standard submittal cover sheet and following pages to help
aid your company in submitting Savannah Millworks. We have supplied a sample of
how we think a good submittal should be entered.

The last pages are for substitution requests that may be required from time to time. The
first single page could be used prior to the job bidding. The second two pages could be
used after the job has bid and we could supply due to time restraints or savings to the
owner.
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SAYANNAH MILILWORIKS

STILE & RAIL

WOOD DOORS
Section 08212

PART 1- GENERAL

1.01

1.02

1.03

1.04

1.05

Section Includes

A. Stile and Rail Wood Doors
B. Wood and Glass Panels
C. Panel Configuration

Related Sections

Section 06200 - Finish Carpentry

Section 08111 - Standard Steel doors and Frames
Section 08211 - Flush Wood Doors

Section 08712 - Door Hardware

Section 08800 - Glazing

moom>

References
A, W.D.M.A. (NWW.D.A)} Quality Standards 1.S. 6-A 1937 Edition
B. AW.. Quality Standards, Section 1400, 7th Edition

Qualifications

A. Manufacturer: a company with a minimum of 5 years experience in
producing stile and rail wood doors.

B. Installer: a company with a minimum of 3 years experience of installing
projects of similar scope.

Quality Assurance

A. Perform work in accordance to AW.I. grade 7th Edition.

B. Provide true stile and rail doors from a single manufacturer.

C. Factory mark each door with A.W.l. Grade Stamp indicating conformance to
Section 1400.
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SAVANNAH MILILWORKS

1.06 Submittais
A. Submit under provisions of Section 01300.
B. Shop drawings
1. lllustrate door elevations with dimensions, door numbers and swing.
Indicate undercuts required for each opening.
Indicate sizes and details of any glass required.
lllustrate any special cutouts for hardware.
lllustrate special or standard joinery.
Indicate door core and face specie for each opening.
7. indicate type and color of factory finish to be applied.
C. Certifications: provide manufacturers certification stating that doors meet or
exceed specified requirements.
D. Submit manufacturers installation instructions for any special installations
required.
E. Submit one or more corner samples (minimum size 9x12) showing stile, rail
and pane! detail.
F. Submit 3 color samples (minimum size 6x6) showing full range of species
grain and color appearance.
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1.07 Delivery, Storage and Handling

A. Deliver, store, protect and handle products to site under provisions of
Section 01600.
Store doors on a flat level surface, in a clean, dry, well-ventilated area.
Do not subject doors to extreme heat, dryness, moisture or sunlight.
Break any protective plastic packaging on site to permit ventilation.
Seal top, bottom and any cutouts on doors immediately after packaging
removal.,
Handle doors with clean hands and/or gloves to avoid soiling.
Do not drag doors across one another.

moow
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1.08 Field Measurements
A. Verify field measurements are as indicated on shop drawings.

1.09 Coordination
A. Coordinate work under Section 01400.
B. Coordinate work with door opening construction, door frame and
hardware installation.
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SAVANNAH MITNLLYWORIKS

1.10 Warranty

A

B.

C.

Provide manufacturers standard limited warranty for interior and exterior use,
under provisions of Section 01700.

Include coverage for defective materials, warping beyond tolerances and
delamination of materials.

Warranty to include replacement and reinstaltation of materials at no cost to
the owner.

PART 2 - PRODUCTS

2.01

2.02

Manufacturers

A.
B.

C

Savannah Millworks PH: 912-965-9880

D. Approval of alte:rnate must be submitted to architect 14 days prior to bid date.

Stile and Rail Construction

A.

Interior Doors

1. Stiles and rails to be constructed of solid wood with lamination of the two
face components, to minimize warpage.

2. Use type 1 waterproof glue.

3. All glass to be 1/4' tempered.

4. Panels to be minimum 1/2’for flat, 11/8’ for raised.

Exterior Doors

1. Stiles and rails to be constructed of solid wood with lamination of the two
face components, to minimize warpage.

2. Use type 1 waterproof glue.

3. All exterior glass to be 9/16" thick insulated units, with tempered glass

two sides.

All joints to be tight fitted with dowel construction.
All panel and glazing stops to be the same species as door faces, mitered or
coped at the corners.
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SAVANNAIH ALWORKS

2.03 Fabrication

A. Fabricate doors in accordance to AW,
Section 1400, 7th edition.
Specie to be
Cut to be i i
Matching of panel facestobe
Factory prefit doors for frame opening.
Factory machine doors in accordance to the hardware requirements.
Top and bottom of exterior doors to have aluminum flashing, caulked and
nailed into place for the total thickness and width of the door.

____grade,

@mMmUOm

2.04 Factory Finishing
A. Finishing requirements to meet or exceed A.W.I. grade
satin finish, Section 1500, 7th edition.
B. Factory finish interior doors with a TR-2 or TR-4 finish system.
C. Factory finish exterior doors with a TR-6 or equal finish system.

PART 3 EXECUTION

3.01 Examination
A. Verify frame opening for plumb and level.
B. Verify frame dimensions and tolerances are ready to receive work.
C. DO NOT INSTALL doors into frames that are not properly seated into place
{plumb, level and square).

3.02 Installation
A. Install doors in accordance to AW.I. and W.D.M.A. (NNW.W.D.A.) Quality
Standards.
B. Secure doors in place plumb, level and with a tolerance of 1/8" on the top
and each side.
C. Drill pilot holes for all screws and fasteners.

3.03 Adjusting
A. Adjust doors under Section 01700.
B. All doors must have a smooth and balanced movement.
C. Clean all work under Section 01700.
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Stile & Rail Door Submittal

SAVANINAIH JLLWORIKS

Project:

Location:

Architect:

Contractor:
| Distributor:
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SAVAN NATH ALWORKS

SUBMITTED BY
APPROVAL STAMP
DATE REVISION BY
DOOR HANDING CHART
SINGLE DOORS PAIR OF DOQRS
INSIDE INSIDE INSIDE INSIDE
RH iH RIGHT HAND LEFT HAND
RIGHY HAND LEFT HAND ACTIVE ACTWE
INSIDE INSIDE INSIDE INSIDE
{. ‘m\g msmm/' l\usrmmn
RIGHT HAND LEFT HAND REVERSE BEVEL REVERSE BEVEL
REVERSE BEVEL REVERSE BEVEL ACTIVE ACTIVE
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SAVANNATH ALWORIKS

SUBSTITUTION REQUEST

Request Number: Date:
Project: From: B —
To:

Specification Title:

Proposed Substitution:

Manufacturer: Savannah Millworks PH: 912-965-9880

Attached data includes product description, specifications, drawings and test data
adequate for evaluation of the request.

The undersigned certifies:

* Proposed substitution has been fully investigated and determined to be equal to, or
superior to, in all aspects of the specified products.

¢ An upgraded or equivalent warranty will be furnished for proposed substitution.

¢ Proposed substitution will have no adverse effect on other trades and will not affect
or delay progress schedule.

* Proposed substitution does not affect dimensions and/or functional clearances.

Submitted By:

Address:

PH: FX:

Signed by:
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SAVANNATH ALWORKS

SUBSTITUTION REQUEST

Request Number: Date: 2
Project: ] From:

To: L

Specification Title: __

Proposed Substitution:

Manufacturer: Savannah Millworks PH: 912-965-9880

Attached data includes product description, specifications, drawings and test data
adequate for evaluation of the request.

The undersigned certifies:

* Proposed substitution has been fully investigated and determined to be equal to, or
superior to, in all aspects of the specified products.

* An upgraded or equivalent warranty will be furnished for proposed substitution.

* Proposed substitution will have no adverse effect on other trades and will not affect
or delay progress schedule.

¢ Proposed substitution does not affect dimensions and/or functional clearances.

Reason for not providing specified material:
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SAVAN NATH JLWORIKS

CERTIFICATE
OF COMPLIANCE

Savannah Millworks hereby certifies that our products listed on

quotation number , comply in all aspects set forth

in specification number ___

These products are intended for use in the foliowing project,

Under no circumstances should these products be used in any

other building, or application than for what they were intended.

SAVANNAH MILLWORKS
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