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SAVANNAIH JLWORKS

Savannah Millworks would like to thank you for requesting information regarding our
products. It is our pleasure to send you a copy of our current product information
and specification manual.

Our products and services include:

* awide selection of standard and custom designs, wood species and glass
types

* pre-machining for architectural hardware

* entire entry systems, complete with transom, sidelites and frames to your
customers’ specifications

* jambs and jamb systems

¢ limited lifetime warranty available on interior doors

* aone year limited warranty on all of our standard exterior doors

Our doors are manufactured to display the natural beauty of wood in a product of the
highest quality. We pride ourselves on our service and our product and our customer
service representatives would be happy to answer any questions you may have.

At Savannah Millworks, our commitment to quality and service is more than just words.

We are indeed Proud of our Craft and Proud of our Product!
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SAVANNAH MILLWORIKS

ADVANTAGES OF USING SAVANNAH DOORS

Unlimited Designs
The flexibility of producing true stile and rail wood doors allows a wide variety of
standard or custom details for the commercial, or architectural markets.

Beauty
Only natural wood, with its own distinctive texture, grain, and color can be painted or
stained to match any decorative treatment.

Unlimited Finishing
From easily applied painted surfaces to complex custom finishing, only wood doors
can allow refinishing from time to time.

Easy Installation
Prefit wood door units, or premachined doors and frames with any hardware can be
quickly installed into any opening.

Safety
In case of fire, wood doors remain operable without the danger of blocking an exit due
to twisting or buckling.

Timeless
Found in centuries old buildings, properly designed stile and rail wood doors are the
proof that their natural beauty can withstand the test of time.
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STILE AND RAIL TERMINOLOGY:

GENERAL INFORMATION

Astragal - In a paired door system, this is a vertical piece, which is attached to one
door for its full vertical length, and provides a stop for the other door.

Cope - The shaping of the ends of the rails, bars, or muntins to match and cover the
sticking at the points of joinery with the lateral edge of the stiles or other rails.

Cross grain scratch - Sanding marks running perpendicular to the grain of the cross
rails caused by sanding the door longitudinally on a wide-belt sander. Removed from
stain-grade doors at a later stage in the sanding process using a wide belt orbital
sander.

Door, bifold - These are doors which consist of two attached leaves which fold
outward when opened.

Door, fire-rated - Classified as 20, 45, 60 or 90-minute rated, these doors have been
specifically tested and shown to withstand the effects of fire for their specified time
periods without burning through.

Dowel - These are hardwood pins, fluted to provide better glue adhesion and are
typically 1/2" x 4". Matching holes are bored into the ends of rails and edges of stiles,
dowel pins and glue are used to join them.

Face dimension - A term used to describe the total visible width of a rail, stile, muntin,
etc... not including the width of the molding or sticking.
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Hardwood - Lumber products derived from those trees which are deciduous (fose their
leaves), some examples are maple, birch, oak, cherry & walnut.

Leaf - A single door.

Mortise - A pocket cut into a stile or rail prepared to receive a tenon.

Premachining - The manufactured door is machined to allow for installation of hinges,
locks, and other hardware.

Profile - The portion of the wood of the panels, stiles, and rails and muntin bars, which
is shaped to provide a decorative appearance and/or functional use.

Softwood - Lumber products derived from those trees which are coniferous (do not
lose leaves/needles each season). Pine & fir.

Tenon - A projection shaped at the end of a rail or muntin, prepared to be inserted into
a mortise, for the purpose of forming a joint.

Warp - Any distortion in the plane of the door. Industry standards allow a deviation up
to 1/4" in the plane of the door measured 3'6" x 7°0".
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STILE AND RAIL TERMINOLOGY

PANEL DOORS

Cross-rail - see “mid-rail.”

Door, louver - A door using stacked, slanted slats between stiles and rails, with or
without panels. The louvers permit ventilation while maintaining privacy as their stanted
orientation does not permit vision or sunlight to pass through.

Door, panel - A typical stile and rail door which utilizes one or more fiat or raised
panels.

Muliion - In panel doors, this is the vertical part, which separates the panels.

Panel, flat - The opposite of a “raised panel.” It has no panel raise and is inserted into
a groove in the stiles and rails or held in by a molding. Usually made from plywood or
other manufactured products.

Panel, raised - A door panel shaped on the perimeter to a lesser thickness than its
center, and is inserted in grooves in the stiles and rails or held in place by moldings.
The profile of the shaped portion is called the “Panel Raise.”

Rail - The horizontal structural piece of a door. The number of rails is dependent upon
the number of panels in a door. The types of rails are as follows:

Bottom rail - The bottom horizontal rail of a stile and rail door, typically at
least 8" in width to provide structural stability.

Lock rail - A rail located in the door approximately at lock height.
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Mid-rail - Located between the top and bottom rails, this rail is used to
separate panels or glass.

Top rail - The rail located at the top of the door.
Stile - The long, vertical structural piece on the outside of the door.

Raised moldings - Decorative shaped wood applied around the panel or glass

perimeter and typically overlays both the rails and panels/glass. These are sometimes
used to secure the panels/glass in the door.
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TYPICAL STILE AND RAIL COMPONENTS
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STILE AND RAIL TERMINOLOGY:

GLASS DOORS

Bar - A narrow horizontal wood part, extending from stile to stile in a French door to
horizontally separate the glass in a true-divided lite door (see Bar, muntin).

Bar, muntin - This is the grillwork used to separate individual lites of glass in a true-
divided lite French Door.

Door, French - These doors consist of one or multiple glass lites surrounded by a stile
and rail frame. In the case of true-divided lite doors, muntin bars separate individual
lites of glass.

Glass, insulated - Used in exterior glazing applications, these are units constructed
from two or more pieces of glass with a sealed air space between. Also available as
“Low E,” which has a lower heat energy transmission.

Glass, laminated safety - Two layers of glass bonded to a center clear membrane that
holds the glass shards together in case of breakage.

Glass stop or “glazing bead” - A small wood moulding which is applied to the
perimeter of glass openings to secure individual glass lites (in a true-divided lite French
door.) It typically matches the permanent stop shaped into the stiles and muntin bars.

Glass, tempered - Glass which is heat treated to produce small glass “pebbles” if
broken - not shards, which may cause injury.
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Glass, V-groove - In French doors, the glass is grooved to give the appearance of a
“true- divided lite” door, while using only one large glass lite. Typically, no muntin bars
are applied.

Raised mouldings - Decorative shaped wood applied around the panel or glass
perimeter and typically overlays both the rails and panels/glass. These are sometimes
used to secure the panels/glass in the door.

Sidelights - In an entry system, these fixed structures flank the door on either (or both)
sides. They are typically paneled, glazed or both.

Transom - The part of an entry system which is located above the door(s). It is typically
either paneled, glazed, or both.

True-divided lite - In French doors, muntin bars separate individual lites of glass.
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