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SAVANNAIH ALWORKS

STANDARD DOORS OFFERED

The 100 Series are doors that are designed with square or rectangular panels.
The 200 Series are doors constructed with a louver, either full or partial length.

in the 300 Series, all doors have lites, available in a variety of configurations, with or
without a panel.

ILLUSTRATED [N THE MANUAL
(SEE FOLLOWING PAGES)

100 SERIES 200 SERIES 300 SERIES
TRADITIONAL LOUVER FRENCH

Since 40% of our Architectural business is custom work, we cannot show the
numerous different designs and details that we have made in the past, or those that
may be used in the future. However, if your project is an Historic reproduction, or a
match to a design unique to your special needs or taste, we would kindly request a
detailed drawing for our customer service department to evaluate. Upon evaluation we
may make some suggestions, based on either design or specie requested
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OTHER DOOR STYLES OFFERED

The 400 Series has a strong eyebrow arch from stile to stile. This may be with one full
panel or divided into two separate panels.

Series 500 is Harring Doors unique “Provence Series”, with an arch that is enhanced
with raised mouldings.

Series 600 is constructed with a slight eyebrow arch with a variety of panel
configurations.

The 700 Series, has an arch that is true, with no shoulders, extending from stile to stile.
It can also be constructed with one or two panels in width

CALL FOR DETAILS
(NOT SHOWN IN THIS MANUAL)
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400 SERIES 500 SERIES 600 SERIES 700 SERIES
RIVIERA PROVENCE CLASSIC ARCHTOP
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Whether it is beautifully hand crafted solid wood to a custom specification, or selected
veneers required for that premium job, we at Savannah Millworks do our utmost in
providing one of the finest quality Architectural Doors to the market. The following

pages show our typical standards for ENGINEERED INTERIOR construction and
SOLID WOOD construction both interior and exterior.

STANDARD CONSTRUCTION DETAIL

STILE

1/2° x 4°
FLUTED DOWELS

‘/l_

PANEL

RAIL

CORNER ELEVATION

STILE

PANEL

CROSS SECTION

\ RAIL
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INTERIOR ENGINEERED CONSTRUCTION - A.W.l. CUSTOM GRADE

“A” grade veneer selected for grain and color compatibility

Veneers 1/14" and thinner applied with cross banding to ensure stability
Engineered panels with through grain and running matched faces

All glass is 1/4" flat tempered

Cope and stick joinery using 1/2" x 4" dowels

Every joint to have a minimum of one dowel

1/4" x 2-1/2" dowels in muntins or bars at every joint

Pressure fit joints using TYPE | water proof glue

Uniform sanding to 220 grit with eased edges (no cross grain scratches)
Only available for interior applications

Interior finishes available (see Factory finishing)

Limited lifetime warranty (see Warranties)

STANDARD DIMENSIONS

With minimums for warranty purposes

FACE MEASURE

Stiles (minimum 4-1/8") 5"
Bottom rail {minimum 12" for 42" x 99", 14" for 48" x 108") 10"
Top rail (minimum 4-1/8") 5"
Lock rail 6-1/2"
Mid rails 3-5/8"
Mullions 3-5/8"
Muntins and bars (including glass stop) 1-3/8"
Raised panel thickness (minimum) 1-1/8"
Flat panel thickness (minimum) 5/8"

Available in standard 1-3/4" or 2-1/4" thickness.

Maximum door size available for warranty - 48" x 108"

French doors - 42" x 108"

Fixed units may have a minimum 2-1/2" stiles

Standard profile A-1 (see Profiles) - other sticking and panel profiles available.

Note: Every door is clamped for over an hour, to ensure that the glued, pressure fit
dowel joints are set prior to removal, leaving no chance for joint separation.
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INTERIOR ENGINEERED CONSTRUCTION - A.W.l. PREMIUM GRADE

+ “AA" grade veneer selected for grain and color match

* Veneers 1/14" and thinner applied with cross banding to ensure stability
* Engineered panels with through grain and center balance matching

¢ All glassis 1/4" flat tempered

¢ Cope and stick joinery using 1/2" x 4" dowels

¢ Every joint to have a minimum of one dowel

e 1/4" x 2-1/2" dowels in muntins or bars at every joint

¢ Pressure fit joints using TYPE | water proof glue

* Uniform sanding to 220 grit with eased edges (no cross grain scratches)
¢ Only available for interior applications

* Interior finishes available (see Factory finishing)

* Limited lifetime warranty (see Warranties)

STANDARD DIMENSIONS

With minimums for warranty purposes

FACE MEASURE
Stiles (minimum 4-1/8") 5"
Bottom rail (minimum 12" for 42" x 99", 14" for 48" x 108") 10"

Top rail (minimum 4-1/8") SN
Lock rail 6-1/2"
Mid rails 3-5/8"
Mullions 3-5/8"
Muntins and bars (including glass stop) 1-3/8"
Raised panel thickness {minimum) 1-1/8"
Flat panel thickness (minimum) 5/8"

* Available in standard 1-3/4" or 2-1/4" thickness.
¢ Maximum door size available for warranty - 48" x 108"
French doors - 42" x 108"
* Fixed units may have a minimum 2-1/2" stiles
* Standard profile A-1 (see Profiles) - other sticking and panel profiles available.

Note: Every door is clamped for over an hour, to ensure that the glued, pressure fit
dowel joints are set prior to removal, leaving no chance for joint separation.
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INTERIOR SOLID WOOD - A.W.l. CUSTOM GRADE

s Grade 1 lumber selected for compatibility of grain and color
¢ Optional one piece or face laminated stiles & rails
* Solid wood raised panels (panels over 14" in width are engineered)
* Allglassis 1/4" flat tempered
¢ Cope and stick joinery using, 1/2" X 4" dowels.
* Every joint to have a minimum of one dowel
* 1/4" x 2-1/2" dowels in muntins or bars at every joint
* Pressure fit joints using TYPE | water proof glue
¢ Uniform sanding to 220 grit with eased edges (no cross grain scratches)
* Only available for interior applications
* |Interior finishes available {see Factory Finishing)
* Limited one year warranty if not factory finished)
* Limited five year warranty if factory finished (see Warranties)
STANDARD DIMENSIONS
With minimums for warranty purposes
FACE MEASURE
Stiles (minimum 4-1/8") 5"
Bottom rail (minimum 12" for over 36") 10"
Top rail {minimum 4-1/8") 5"
Lock rail 6-1/2"
Mid rails 3-5/8"
Mullions 3-5/8"
Muntins and bars (including glass stop) 1-3/8"
Raised panel thickness (maximum panel size 27" in width) 1-1/8"
Flat panel thickness (minimum) (engineered) 5/8"
* Available in standard 1-3/4" or 2-1/4" thickness.
* Maximum door size available for warranty - 42" x 96"
* Fixed units may have a minimum 2-1/2" stiles
[}

Standard profile A-1 (see Profiles}) - other sticking and panel profiles available.

Note: Every door is clamped for over an hour, to ensure that the glued, pressure fit
dowel joints are set prior to removal, leaving no chance for joint separation.
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EXTERIOR SOLID WOOD - A.W.l. CUSTOM GRADE

Grade 1 lumber selected for compatibility of grain and color
Available in selected species only (see warranties)

All stiles 2-1/4" and thicker shall be laminated

Stiles 1-3/4" thick may be laminated, depending on specie
Engineered 3 ply panel with insulating core

Cope and stick joinery using, 1/2" X 4" dowels.

Every joint to have a minimum of one dowel

1/4" x 2-1/2" dowels in muntins or bars at every joint
Pressure fit joints using TYPE | water proof glue

Uniform sanding to 220 grit with eased edges (no cross grain scratches)
Factory finish available (see Factory Finishing)

Limited one year warranty if factory finished (see Warranties)

® & & & & » 9 & & o 0

STANDARD DIMENSIONS

With minimums for warranty purposes

FACE MEASURE

Stiles (minimum 5-1/8") 5-1/2"
Bottom rail (minimum 12" for over 36" wide) 10"
Top rail (minimum 5-1/8") 5-1/2"
Lock rail 6-1/2"
Mid rails 3-5/8"
Mullions 3-5/8"
Muntins and bars (including glass stop) 1-3/8"
Raised panel thickness {(maximum panel size 27" in width) 1-5/8"
Flat panel thickness 5/8"
* Available in standard 1-3/4" or 2-1/4" thickness.

* Maximum door size available for warranty - 42" x 96"

* Fixed units may have a minimum 2-1/2" stiles

[ ]

Standard profile A-1 (see Profiles) - other sticking and panel profiles available.

Note: Every door is clamped for over an hour, to ensure that the glued, pressure fit
dowel joints are set prior to removal, leaving no chance for joint separation.
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39 9716"

VARIES

10" 26 5/16" L 172"
¢ 4 —

5" ‘ VARIES 5"

IOR SPE CATIONS
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" &2 1/4"

MAXIMUM WIDTH 48"

MAXIMUM HEIGHT

108"

PANEL THICKNESS 11/8"

STICKING PROFILE A-1

1

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 42" X 99" 12
TO 48" X108" 14"

ALSO AVAILABLE IN SOLID WOQD
LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 100
A102 - 2 PANEL
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)
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5” l
. 4

PECIFICA S
(ENGINEERED CONSTRUCTION)

LIFETIME WARRANTY
THICKNESS 13/4" &2 1/4"
MAXIMUMWIDTH - 48"
// @ MAXIMUM HEIGHT - 108"
i
/ g PANEL THICKNESS - 11/8"
STICKING PROFILE - A-1
GLASS THICKNESS - 1/4"
N
— g =
— = T‘
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=4 TO 42" X 99" 12"
TO 48" X108" 14
< —e-
ALSO AVAILABLE IN SOLID wWOOD
5" VARES 5"
*r— ¢ 4 CONSTRUCTION. LIMITED WARRANTY
PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN 20 MIN.
A102L -1 PANEL 1 LITE FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)
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VARIES

6 1/21

26 516"

‘-

1 ON

212" VARIES 21/2"
MIN. e MIN.

TERIOR SPECIF IONS
{(ENGINEERED CONSTRUCTION)

LIFETIME WARRANTY
THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH -  VARIES
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
GLASS THICKNESS - 1/4"
STICKING PROFILE - A1

ALSQO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 100
A102SL - 1 PANEL 1 LITE SIDELITE
INTERIOR
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5Il

VARIES

10"

INTERI P ATION
(VENEER CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
STICKING PROFILE - A-1

BOTTOM RAIL EOR DOORS OVER 36" X 96"
TO0 42" X 99" 12"
TO 48" X108" 14"

5" | VARIES VARIES | 5" ALSO AVAILABLE IN SOLID WOOD
g * —?—+ —¢ CONSTRUCTION. LIMITED WARRANTY
3 5/8"
PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN 20 MIN.
A102B - 2 PANEL FIRE RATING

INTERIOR

POS. & NEG. PRESSURE
{LIMITED SIZES)
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VARIES

10"

3 5/8"

3 5/8"

INTE IFICATION

{ENGINEERED CONSTRUCTION}
LIEETIME WARRANTY

THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH = 48"
MAXIMUM HEIGHT - 108"

PANEL THICKNESS - 11/8"
STICKING PROFILE - A-1

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 42" X og" 12"
TO 48" X108" 14"

ALSO AVAILABLE IN SOLID WOOD

’ 5" —4 VARIES 9" CONSTRUCTION. LIMITED WARRANTY
PREFIT DIMENSIONS COME FROM PANELS

OR GLASS UNLESS OTHERWISE

REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN 20 MIN.
A103 - 3 PANEL FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)
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5"

N

35/8"

358"

39 9/16"
21 15/16"

10"

5" VARIEES 5

INTERIO ICAT
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" &2 14"
MAXIMUM WIDTH - 48"
MAXIMUM HEIGHT - 108"

PANEL THICKNESS 11/8"

STICKING PROFILE - A1

GLASS THICKNESS - 114"

BOTTOM RAIL FOR DOORS OVER 36" X 96"
T0 42" X 99" 12"
TO 48" X108" 14"

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTICN. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 100
A103L - 2 PANEL 1 LITE
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)
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. IOR S ICATIONS
fD {(ENGINEERED CONSTRUCTION)
- LIFETIME WARRANTY
! THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - VARIES
2]
/ IEU MAXIMUM HEIGHT - 108"
/ g
> PANEL THICKNESS - 1 1/8"
I GLASS THICKNESS - 1/4"
, _ STICKING PROFILE - A-1
@
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w N ALSO AVAILABLE iN SOLID WOQD
2172 ‘i VARIES ‘s 21/ CONSTRUCTION. LIMITED WARRANTY
MIN. MIN.

PREFIT DIMENSICONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 100
A103SL -2 PANEL 1 LITE SIDELITE
INTERIOR
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5"

EQUAL

EQUAL

EQUAL

10"

5" VARIES 5"

3 5/8"

358"

ERIOR SPECIFICATIONS
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" &2 1/4"

MAXIMUM WIDTH

48"

MAXIMUM HEIGHT

108"

PANEL THICKNESS

11/8"

STICKING PRCFILE

A-1

BOTTOM RAR FOR DOORS QVER 36" X 96
TO 42" X 99" 12"
TO 48" X108" 14"

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 100
A103A - 3 PANEL
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)
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5"

VARIES

——r——-

10"

5" | EQ EQ EQ
e
3 5/8" 3 5/8"

e

E SPECIFICATIONS
(VENEER CONSTRUCTION)
LIEETIME WARRANTY

THICKNESS 13/4" & 2 1/4"

MAXIMUM WIDTH 48"

MAXIMUM HEIGHT - 108"

PANEL THICKNESS 11/8"

STICKING PROFILE A-1

BOTTOM RAIL FOR DOORS OVER 36" X 95”
TO 42" X 99" 12"
TO 48" X108" 14"

ALSO AVAILABLE IN SOLID WOQD
CONSTRUCTION. LIMITED WARRANTY

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100
A103B - 3 PANEL
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)
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ERIOR SPECIFICATIONS
il e (ENGINEERED CONSTRUCTION)
LIEETIME WARRANTY

5ll

THICKNESS 1 3/4" & 2 1/4"

MAXIMUM WIDTH

48"

MAXIMUM HEIGHT

108"

VARIES

PANEL THICKNESS

11/8"

l STICKING PROFILE A-1

!
i
|

26 5/1¢"

39 9/16"

|

BOTTOM RAIL FOR DOORS OVER 36 X 96"
TO 42" X 99" 12°
TO 48" X108" 14"
+ .

1 Oll‘

¢ ¥ | VARES —gm VARES | & + ALSO AVAILABLE IN SOLID WOOD

3 5/8" CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 100 AVAILABLE IN 20 MIN.
A104 - 4 PANEL FIRE RATING

INTERIOR POS. & NEG. PRESSURE
(LIMITED SIZES)
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5"
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E PE TIO
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH = 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
STICKING PROFILE - A-1
GLASS THICKNESS - 1/4"

BOTTOM RAIL FOR DOORS OVER 36" X 95"
TO 42" X 997 12
TO 48" X108" 14"

" VARES VARIEES 5" ALSO AVALLABLE IN SOLID wWOQD

H — vp L 4 CONSTRUCTION. LIMITED WARRANTY
35/8"
PREFIT DIMENSIONS COME FROM PANELS

OR GLASS UNLESS OTHERWISE

REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN 20 MIN.
A104L -2 PANEL 1 LITE FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)
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| EQUAL 5"
e
3 5/8"

3 5/8"

10"A1 BQUAL l ‘ EQUAL ' BEQUAL
L
3 5/8"

4 5" ¢ VARIES 5"

R IF 10
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY
THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH = 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"

STICKING PROFILE

A-1

BOTTOM RAIL FOR DOORS OVER 36" X 96°
TO 42" X 89" 12"
TO 48" X108" i4”

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 100
A104A - 4 PANEL

INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)
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39 916"

5"'

A

35/8"

L

VARES VARIES
ﬂ-# ’

9

| B8
-
o " 0 VARIEES
: 104 211516 l 8 U
3 5/8"

ERIO IFICATIONS
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY
THICKNESS 134" &21/4"
MAXIMUM WIDTH - 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"

STICKING PROFILE A-1

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 42" X 98" 12

TO 48" X108" 14"

ALS0 AVAILABLE IN SOLID WOOD

3 5/8" CONSTRUCTION. LIMITED WARRANTY
PREFIT DIMENSIONS COME FROM PANELS

OR GLASS UNLESS OTHERWISE

REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN 20 MIN.
A105 - 5 PANEL FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)
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5"

VARIES

o
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¥ ™
e = h < EO
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10R SPECIFICATIO
{ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY
THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH = 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
STICKING PROFILE - A1
GLASS THICKNESS - 1/4"

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 42" X 99" 12"
TO 48" X108" 14"

5 | VARES VARES | &

4 + 3 5/8" * + ALSO AVAILABLE IN SQLID wOOD

CONSTRUCTION. LIMITED WARRANTY
PREFIT DIMENSIONS COME FROM PANELS

OR GLASS UNLESS OTHERWISE

REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN 20 MIN.
A105L - 3 PANEL 1 LITE FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
{(LIMITED SIZES)
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5| t

<>
EQUAL

35/8°

<>
EQUAL

3 5/8"

<>
EQUAL

EQUAL
—4—4
35/8"

3 5/8"

|
10" i EQUAL
,7

VARIES 4 5" ‘

E A
{ENGINEERED CONSTRUCTION}
LIFETIME WARRANTY

THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH = 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
STICKING PROFILE - A-1

BOTTOM RAlL FOR DOORS OQVER 36" X 96"
TO 42" X 99" 12"
TO 48" X108" 14"

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 100
A105A - 5 PANEL
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)
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39 9/16"

26 5/16" 6 1/2" VARES ] 9516" | 5"
+— L —+—+

|
‘IO"J
?

$o

VARES VARES | 5"
— 9

3 5/8"

FICATIO
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"

STICKING PROFILE - A-1

TO 42" X 99" 12"
TO 48" X108" 14"

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

358"
PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN 20 MIN.
A106 - 6 PANEL FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)
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5"

EQUAL

BEQUAL

BQUAL

10"

e 9
3 5/8"

5" { VARIES VARIES 4 5"

L4

3 5/8"

3 5/8"

ECIFICATIONS
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" & 2 1/4"

MAXIMUM WIDTH 48"

MAXIMUM HEIGHT

t

108"

PANEL THICKNESS 11/8"

STICKING PROFILE A-1

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 42" X 99" 12
TO 48" X108" 14"

ALSO AVAILABLE IN SOLID WQQD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 100
A106A - 6 PANEL
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)
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39 9/16"

e

VARIES

6 1/2"

26 5/16"

10"

EQ EQ EQ | 5"
9+

e
3 5/8" 3 5/8"

INTERIOR SPECIFICATION
(VENEER CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" &2 1/4"

MAXIMUM WIDTH 48"

MAXIMUM HEIGHT 108"

PANEL THICKNESS 11/8"

STICKING PROFILE At

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 42" X 99" 12
TO 48" X108" 14"

ALSO AVAILABLE IN SOLID WOQD
CONSTRUCTION. LIMITED WARRANTY

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100
A106B - 6 PANEL
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS, & NEG. PRESSURE
(LIMITED SIZES)




SAVANNAT

JLWORKS

<>
<>
9 5/ 16"1 5"
H ?

3 5/8"

VARIES

3 5/8"

<>,
<>
10 | 95/16"
— ¢ S

e VARIES VARIES 3
— +—o °

ECIFICATION
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY
THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 1 1/8"
STICKING PROFILE - A-1

BOTTOM RAIL FOR DOORS OQVER 36" X 96"
TO 42" X 98" 12"
TO 48" X108" 14"

ALSO AVAILABLE iN SOLID WOOD

¢ \ d CONSTRUCTION. LIMITED WARRANTY
3 5/8"
PREFIT DIMENSIONS COME FROM PANELS

OR GLASS UNLESS OTHERWISE

REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN 20 MIN.
A106C - 6 PANEL FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)




SAVANNATH

Al

LWORIKS

5"

VARIES

21 15/186" ’ ‘ 8" '

i

10"

5"

: VARIES ,__4 VARIES | &" 4

3 5/8"

35/8"

3 5/8"

TE SPECIFIC

(VENEER CONSTRUCTION)
LIFETIME WARRANTY

NS

THICKNESS 13/4" & 21/4"

MAXIMUM WIDTH - 48"

MAXIMUM HEIGHT - 108"

PANEL THICKNESS - 11/8"

STICKING PROFILE - A-1

BOTTOM RAH FOR DOORS OVER 36° X 96"
TO 42" X 99" 12"
TO 48" X108" 14"

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100
A106D - 6 PANEL
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)




SAVANNATH

ALWORIKS

-
|
| g
(14
=
| >
L
U e
H | ¢=:O
2
— (e8]
—

21 15/16" ’ | g" l ‘
3 5/8"

IOR SPECIFICATIONS
(VENEER CONSTRUCTION})
LIFETIME WARRANTY

THICKNESS 13/4" & 2 1/4"

MAXIMUM WIDTH 48"

MAXIMUM HEIGHT - 108"

PANEL THICKNESS 11/8"

STICKING PROFILE A1

—
= BOTTOM RAIL FOR ROORS OVER 36" X 967
=4 TO 42" X 99" 12°
TO 48" X108" 18"
9
" . ALSO AVAILABLE IN SOLID WOOD
L_S—,—EQ—,_¢ EQ o EQ ¢ e ¢ CONSTRUGCTION. LIMITED WARRANTY
3 5/8" 35/8"
PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN 20 MIN.
A107 - 7 PANEL FIRE RATING
INTERIOR

POS. & NEG., PRESSURE
{LIMITED SIZES)




SAVANINAIT

ALWORKS

5"

*—4
3 5/8"

VARIES

U
3 5/8"

—*
35/8"

1 6"

10"

N | ECIFICATIONS
{VENEER CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" &2 114"

MAXIMUM WIDTH

48"

MAXIMUM HEIGHT

108"

PANEL THICKNESS

11/8"

STICKING PROFILE

A1

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 42" X 99" 12"
TO 48" X108" 14"

ALSOQ AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100
A108 - 8 PANEL
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)




SAVANINATH

ALWORKS

3 5/8"

358"

EQUAL ‘ BEQUAL ! BQUAL l EQUAL # 5"1
3 5/8"

|
10" l
b

5" : VARIES VARIES $ s
3 5/8"

-

INTER IFICATIONS
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" & 2 1/4"

MAXIMUM WIDTH 48"

MAXIMUM HEIGHT - 108"

PANEL THICKNESS 11/8"

STICKING PROFILE A-1

BOTTOM RAIL FOR DOORS QOVER 367 X 96"
7O 42" X 99" 12"
TO 48" X108* 14"

ALSO AVAILABLE IN SOLID WOQD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 100
A108A -8 PANEL
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)




SAVANNAIH

JLWORKS

J;_,

N

3 5/8"

<>
e
10" | VARES
¢ . b—d-

RIOR SPECIFI [ON
(ENGINEERED CONSTRUCTION)

LIFETIME WARRANTY.
THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 118"
STICKING PROFILE - A-1
GLASS THICKNESS - 1/4"

TO 42" X 99" 12"
TO 48" X108" 14"

“ " ALSO AVAILABLE IN SOLID WOOD

+ > + VARES +—4 VARES 3 S -+ CONSTRUCTION. LIMITED WARRANTY
3 5/g"
PREFIT DIMENSIONS COME FROM PANELS

OR GLASS UNLESS OTHERWISE

REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN 20 MIN.
A108AL -2 PANEL 1 LITE FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)




SAVANNATH

ALWORKS

\

5"

EQUAL

—X

1 P
I

EQUAL

1 Oll

3 5/8"

3 5/8"

TO
TO

42" X 99"
48" X108"

NT R SPECI TIONS
(VENEER CONSTRUCTION)
LIFETIME WARRANTY.

THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
STICKING PROFILE - A-1

BOTTOM RAIL FOR DOORS OVER 36" X 96

12"
14"

" o ALSO AVAILABLE IN SOLID wWOOD
* > FEQ H EQ o EQ 4 5 4 CONSTRUCTION. LIMITED WARRANTY
3 5/8" 3 5/8"
PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN 20 MIN.
A109A - 9 PANEL FIRE RATING
INTERIOR

POS. & NEG. PRESS
(LIMITED SIZES)

URE




SAVAN NATH

ALWORIKS

| EQUAL | 5"
—t
3 5/8"

3 5/8"

‘ EQUAL l EQUAL l EQUAL
3 5/8"

3 5/8"

10" EQUAL

*

5 | VARES VARES | 5"
= —— +

L4

ICAT
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY
THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 1 1/8"
STICKING PROFILE - A-1

BOTTOM RAIL FOR DOORS QVER 36" X 967
TO 42" X 99" 12*
TO 48" X108" 14"

ALSO AVAILABLE IN SOLID WOOD

¢ : CONSTRUCTION. LIMITED WARRANTY
3 5/8"
PREFIT DIMENSIONS COME FROM PANELS

OR GLASS UNLESS OTHERWISE

REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .,
SERIES 100 AVAILABLE IN 20 MIN.
A110A -10 PANEL FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)
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5"

<>

<>

<>
EQUAL

3 5/8"

3 518"

<>
<>
' EQUAL I EQUAL

35/8"

<>
<>
<>
10" EQUAL

—

—

5 | EQ EQ EQ | 5"
ot
35/8"  35/8"

_‘

INTE IONS
(VENEER CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - 48"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
STICKING PROFILE - A-1

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 42" X 99° 12"
TO 48" X108* 14"

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100
A112A - 12 PANEL
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
{LIMITED SIZES)




Series 200
Interior



SAYANNAT MILLWORKS

200 SERIES — LOUVER
INTERIOR

A201 A202 A202P

TOILET PARTITION DOORS

As well as full size doors, Savannah Millworks is able to manufacture these louver
doors for toilet partitions. These doors are available in most standard species and
finishes. In addition to the doors we also offer matching stiles.

STANDARD DETAILS

Stile widths increment from 3" to 4" and by 24"

Doors are available from 22" to 38" with 1" increments as a standard
Door heights are available at 58" or 80"

Stile heights are available at 69," 84" or 96"

Doors and stiles available in 1-3 /8" or 1-3 / 4" thickness

SERIES 200 INTERIOR - 1



SAVANNAI N

ALWORKS

5"

VARIES

LA

¢ 5"4 VARIES Ls"

NT ECIFICATIO
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/8" & 1 3/4"
MAXIMUM WIDTH - 36"
MAXIMUM HEIGHT - 108"
LOUVER THICKNESS - 3/8"
STICKING PROFILE - L-1

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 36" X 99" 12
TO 36" X108" 14"

ALSO AVAILABLE IN SOLID wOOD
CONSTRUCTION, LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 200
A201 - FULL LOUVER
INTERIOR




SAVAININATH

ALWORKS

= ICATIONS
v (ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY
THICKNESS 13/8" &1 3/4"
MAXIMUM WIDTH - 36"
)
L?”i MAXIMUM HEIGHT - 108"
<>( LOUVER THICKNESS - 3/8"
STICKING PROFILE - L-1
= —-
P B S
©
-
©
2‘9 [t
o &
]
—
=) BOTTOM RAIL FOR DOORS OVER 36" X 98"
A TO 36" X 99" 12
- ;e TO 36" X108" 14"
5" VARIES 5" ALSO AVAILABLE IN SOLID WOOD
b d * + CONSTRUCTION. LIMITED WARRANTY
PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 200

A202 - LOUVER OVER LOUVER
INTERIOR




SAVANNATH JLWORKS

39 916"

5"

VARIES

61R"

26 516"

10"

5" VARIES 4 5"l

TERI ECIFICATIONS
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY.

THICKNESS 13/8" & 1 3/4"
MAXIMUM WIDTH - 36"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
LOUVER THICKNESS - 3/8"
STICKING PROFILE - L-1

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 36" X 99" 12
TO 36" X108" 14"

ALSO AVAILABLE IN SOLID WOCD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 200
A202P - LOUVER OVER PANEL
INTERIOR




Series 300
Interior



ALWORKS
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SERIES 300 INTERIOR - 1



SAVANNATH MINLILWORIKS

GLASS OPTIONS

The following glass is available as a standard for true divided lite doors and full lite doors.
Please mark your choice clearly on your quotation request. If not stated, SAVANNAH
MILLWORKS will quote 1/4" clear, tempered glass for interior doors and 9/16" clear,
tempered insulated glass for exterior doors. All tempered glass meets the requirements
of ANSI-297-1-1984 Performance Specifications and Test Methods for Safety Glazing in
Buildings.

LAMINATED GLASS - This consists of two or more pieces of sheet, plate, or float glass
bonded together by an intervening layer or layers of plastic material. It will crack or break
under sufficient impact, but the pieces of glass tend to adhere to the plastic. If a hole is
produced, the edges are likely to be less jagged than would be the case with ordinary
annealed glass. Plastic material that is available is clear or white. Standard thickness
available is 1/4".

TEMPERED GLASS - (Other terms such as “heat treated glass,” “heat toughened glass,”
“case hardened giass,” and “chemically tempered glass” are used also.) This consists of
a single piece of specially treated sheet, plate, or float glass possessing mechanical
strength substantially higher than annealed glass. When broken at any point, the entire
piece breaks into small pieces that have relatively dull edges as compared to those of
broken pieces of ordinary annealed glass. SAVANNAH MILLWORKS standard thickness
is 1/4" however, other thicknesses are available.

WIRE GLASS - This consists of a single piece of glass with a layer of meshed wire
completely imbedded in the glass but not necessarily in the center of the glass. Standard
thickness is 1/4".

INSUL GLASS - (Multiple Glazed Unit) This consists of two or more sheets of glazing
material separated by an airspace or spaces and glazed in a common mounting. Our
standard for insulated glass is 9/16" which consists of 3/16" clear, tempered glass,

1/4" air space, plus 3/16" clear, tempered glass. If 1" insul glass is requested for 1-3/4"
doors, raised moldings will be required to hold the glass in the door. Spacer bar is available
in aluminum or dark bronze finish as standard.

BEVELLED GLASS - 5mm and 1/4" tempered beveled glass is available as a standard
option. The standard bevel will be 1". After 1/2" X 1/2" glass stop is applied, 1/2" of the
bevel will show around all 4 sides. This bevel is on one side of the glass only.

SERIES 300 INTERIOR - 2



SAVAN NATH MIMLILWORKS

GLASS OPTIONS - continued

BEVELLED INSUL GLASS - consists of one piece of 3/16" clear, tempered glass, 1/4"
air space, plus one piece of 5M tempered, beveled glass. NOTE - the 1" bevel is on one
side of one piece of glass only. After the 1/2" X 1/2" glass stop is applied, 1/2" of the
bevel will show around all 4 sides.

SANDBLASTED GLASS - either 5M or 1/4" tempered with sandblasting on one side of
glass to give a milky white appearance. A 1" clear bevel can be added to the sandblasted
side also. Since sandblasted glass may mark from touching it, a protective spray can be
applied to the sandblasted side but must be requested at the time of the quotation.

OTHER AVAILABLE OPTIONS -

Low E

Tinted - Bronze, Gray, Green, Bluegreen
5mm Pinhead

Some patterned glass - call for availability

SERIES 300 INTERIOR - 3
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ALWORKS

5rr
) e

VARIES

NNNNAND

10"

212" ,_4 VARIES u 212"

MIN. MIN.

INTERIO FICATIONS
(VENEER CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - VARIES

MAXIMUM HEIGHT - 108"

STICKING PROFILE - A-1

GLASS THICKNESS - 1/4"

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

FPREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 300
A318SL - 6 LITE SIDELITE
INTERIOR




SAVANNAIH

JLWORKS

5' L]

VARIES

10"

E CIE NS
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" &2 1/4"

MAXIMUM WIDTH

42"
MAXIMUM HEIGHT - 108"

GLASS THICKNESS

114"

STICKING PROFILE

A-1

TO 42" X 99" 12"
TO 42" X108 14"

+ 5" * VARES 5" ALSO AVAILABLE IN SOLID WOOD

2 d CONSTRUCTION. LIMITED WARRANTY
PREFIT DIMENSIONS COME FROM PANELS

OR GLASS UNLESS OTHERWISE

REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN |
SERIES 300 AVAILABLE IN 20 MIN.
A300 - FULL LITE FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
{LIMITED SIZES)




SAVANNATH N

ALWORKS

=
0
t,:m-——'—

N

IOR SPE ATION
(ENGINEERED CONSTRUCTION}

LIEETIME WARRANTY
THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - VARIES
MAXIMUM HEIGHT - 108"
GLASS THICKNESS - 1/4*
STICKING PROFILE - A-1

=)
-
-
30 " ALSO AVAILABLE IN 8OLID WOOD
et — VARIES ot 212 CONSTRUCTION. LIMITED WARRANTY
MIN. MIN.
PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
A300SL - FULL LITE SIDELITE

INTERIOR
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JLWORKS

K
N | Y

Y
|

[\

X

VARIES

10"

+ 5" VARIES 8"
,_

INTER S {® S
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY
THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH . 42"
MAXIMUM HEIGHT - 108"
GLASS THICKNESS - 1/4"
STICKING PROFILE - A-1

BOTTOM RAH, FOR DOORS OVER 367 X 96"
TO 42" X 99" 12"
TO 42" X108" 14"

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 300
A306 - 6 LITE
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)




SAYANNAI MILLYWOIRIKS

Py NTERI ECIFICATIONS
ED {ENGINEERED CONSTRUCTION)
F==f —+-— L.I.EEI.I.M.E_WABRAND:
“ THICKNESS 13/4" & 2 /4"
// MAXIMUM WIDTH - VARIES
MAXIMUM HEIGHT - 108"
| GLASS THICKNESS - 1/4"
STICKING PROFILE - A1
0
W
/4 z
S
?'
=)
-
" " ALSO AVAILABLE IN SOLID wQOD
21/2 VARIES 21/2 CONSTRUCTION. LIMITED WARRANTY
MIN. MIN.
PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

A306SL - 3 LITE SIDELITE
INTERIOR




SAVANNATH JLWORKS

— [o] CIFICATIONS
io (ENGINEERED CONSTRUCTION)
|\ LIFETIME WARRANTY
// // THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 42"
I / / 0 MAXIMUM HEIGHT - 108"
L / o
/ g PANEL THICKNESS - 1 1/8"
l GLASS THICKNESS - 1/4"
| // // STICKING PROFILE - A-1
= ..L s
— A — =
- w
T—
©
o { B
o 0]
[ N
[2))]
o
—_—
5 BOTTOM RAIL FOR DQORS_OVER 36" X 95"
- 70O 42" X 99" 12"
4 s TO 42" X108" 14"
5 | VAREES VARES | 5 ALSO AVAILABLE IN SOLID WOOD
H \ S 4 L 4 CONSTRUCTION. LIMITED WARRANTY
3 5/8"
PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN 20 MIN.
A306VP -6 LITE OVER 2 VERTICAL PANELS FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)




SAVAININATHI ALWORKS

|
VARIES JS 1!2?'

N

26 5/16" 6 1!2'1
k4

10"

21/2" M VARIES H 212"

MIN. MIN.

NTE P iC S
{ENGINEERED CONSTRUCTION}
LIFETIME WARRANTY

THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - VARIES
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
GLASS THICKNESS - 1/4"
STICKING PROFILE - A-1

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED, STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 300
A306VPSL - 3 LITE OVER 1 VERTICAL PANEL SIDELITE
INTERIOR
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ALWORKS

ety
v
ate
2171
arv.
&3 VARIES&*ik

INTERI PECIFICATIONS
{ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY
THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 108"
GLASS THICKNESS - 1/4"
STICKING PROFILE - A-1

TO 42" X 99" 12"
TO 42" 108" 14"

ALSO AVAILABLE IN SOLID WOOQD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 300
A308 - 8 LITE
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)




SAVANNATH

ALWORKS

»-
1)
e E——

VARIES

1 0"

2 172" VARIES | | 212
YR MIN.

INTERIOR SPECIFICATIONS
(VENEER CONSTRUCTION}
LIFETIME WARRANTY

THICKNESS 13/14" &2 1/4"

MAXIMUM WIDTH

VARIES

MAXIMUM HEIGHT 108"

STICKING PROFILE A-1

GLASS THICKNESS

]

1/4"

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 300
A308SL - 4 LITE SIDELITE
INTERIOR




SAVANNATH ALWORKS

27| |
:L//I// i
\ 7
74V

ECIFICATIO
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" &2 1/4"

MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
GLASS THICKNESS - 114"

STICKING PROFILE - A-1

— o)
:T, o
B— (28]
w
Lt
— %
>
—_— &
. BOITOM RAIL FOR DOORS OVER 36" X 96"
E TO 42" X 99~ 12"
TO 42" X108" 14"
-
" T ALSO AVAILABLE iN SOLID WQOD
L 5 o VARES # 5 ! ] CONSTRUCTION. LIMITED WARRANTY
PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN 20 MIN,
A308HP - 8 LITE OVER 1 HORIZONTAL PANEL FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)
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ALWORKS

I m!—
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71|
// >

\

35/8"

1]

|
10" VARIES
¢ L —

NTE ICATIONS
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY
THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - VARIES
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
GLASS THICKNESS - 1/4"
STICKING PROFILE - A-1

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

21/2" VARIES ,_l 21/2"
PREFIT DIMENSIONS COME FROM PANELS
MIN. MIN. OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 300

A308HPSL - 4 LITE'OVER 1 HORIZONTAL PANEL SIDELITE

INTERIOR




SAVANNATH ALWORIKS

39916"

’5..#

N
N\
\\ |

N
NN
N

N
N

3 5/8"

|

|

|
10" 111 11832 11 1132" |6 1/2"

INTERIOR S ATIONS
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY.
THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 108"
PANEL THICKNESS - 11/8"
GLASS THICKNESS - 114"
STICKING PROFILE - A1

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 42" X g9" i2"
TO 42" X108" 14"

. ; ALSO AVAILABLE IN SOLID WOOD
5 VARIES 5 CONSTRUCTION. LIMITED WARRANTY
*— r—
PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 300 AVAILABLE IN 20 MIN.

A309HP -9 LITE OVER 2 HORIZONTAL PANELS FIRE RATING

INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)




SAVANNAH MILLWORKS

~ | { ECIFICATIONS
fn {ENGINEERED CONSTRUCTION)
S — ‘T LIFETIME WARRANTY
| // // // THICKNESS  3/4” & 2 1/4"
MAXIMUM WIDTH " 42"
/ / / @ MAXIMUM HEIGHT - 108"
o
/ // / § PANEL THICKNESS - 11/8"
GLASS THICKNESS - 1/4"
// // // STICKING PROFILE - A-1
—ll — -
o
-»-— - - =
I ] O
o
© It 3
AT (=]
(o] N
O) ’
[2p]
— T
= TO 42" X 99" 12
TO 42" X108 4"
» & !
" o ALSO AVAILABLE IN SOLID WOOD
ls_l ML DS +_*_VARIES ¢ 2 ’ CONSTRUCTION. LIMITED WARRANTY
3 5/8"
PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN 20 MIN.
A309VP -9 LITE OVER 2 VERTICAL PANELS FIRE RATING
INTERIOR

POS. & NEG. PRESSURE
(LIMITED SIZES)




SAVANNAT N

ALWORKS

J
I8

o

NN
NSNE

[ | &
| //l
AV

. S ‘— VARIES 4 5" .

1 i Tl
(ENGINEERED CONSTRUCTION)
LIFETIME WARRANTY
THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 108"
GLASS THICKNESS - 1/4"
STICKING PROFILE - A-1

BOTTOM RAIL FOR DOORS OVER 36" X 96"
TO 427 X 98" 12"
TO 42* X108" 14"

ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN ,

SERIES 300
A310 - 10 LITE
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
{LIMITED SIZES)




SAVANNAT

ALWORKS

L ad
7y
m——r

NN

T R SPEC NS
{VENEER CONSTRUCTION)
LIFETIME WARRANTY

THICKNESS 13/4" & 2 114"
MAXIMUM WIDTH - VARIES
MAXIMUM HEIGHT - 108"
STICKING PROFILE - A-1
GLASS THICKNESS - 1/4"

)
-
.- ALSO AVAILABLE IN SOLID WOOD

CONSTRUCTION. LIMITED WARRANTY

2 172" VARIES 212"
iy o—r PREFIT WIDTHS AND UNDERCUTS IN
MIN. MIN. HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
A310SL -5 LITE SIDELITE

INTERIOR




SAVANNATH MINLLWORKS

—t PECIFICAT
- 2 (ENGINEERED CONSTRUCTION)

1 T LIFETIME WARRANTY
| // // // THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 42"
] I MAXIMUM HEIGHT - 108"
// // // PANEL THICKNESS -  11/8"
: % GLASS THICKNESS - 1/4"

<
> STICKING PROFILE - A-1
N |

N
1\
N

10" 1 VARIES ]
F
3 5/8"

BOTTOM RAIL FOR DOORS OVER 36" X 94"
TO 42° X 99" 12"
TO 42" X108" 14

5 VARES 5 ALSO AVAILABLE IN SOLID WOOD
¢ 4 CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 300 AVAILABLE IN 20 MIN.
A312HP - 12 LITE OVER 1 HORIZONTAL PANEL FIRE RATING

INTERIOR POS. & NEG. PRESSURE
(LIMITED SIZES)




SAVANNATH

JLWORKS

NN
N
N\

NN
N

N
N

N

INTN TN
AN

74

VARIES

10"

5" VARIES 5"
.’_

ERI ATIO
(ENGINEERED CONSTRUCTION)
LIEETIME WARRANTY

THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 108"
GLASS THICKNESS - 1/4"
STICKING PROFILE - A-1

BOTTOM RAIL FOR DOORS OVER 36" X 95"
TO 42" X 99" 12"
TO 42" X108" 14"

ALSO AVAILABLE IN SOLID wOOD
CONSTRUCTION. LIMITED WARRANTY

PREFIT DIMENSIONS COME FROM PANELS
OR GLASS UNLESS OTHERWISE
REQUESTED. STILE & RAIL DIMENSIONS
REMAIN AS SHOWN .

SERIES 300
A315 - 15 LITE
INTERIOR

AVAILABLE IN 20 MIN.
FIRE RATING

POS. & NEG. PRESSURE
(LIMITED SIZES)




SAVANNATH

ALWORIKS

in INTERIOR SPECIFICATIONS
it (VENEER CONSTRUGTION)
/ / / THICKNESS 13/4" &2 1/4"

I MAXIMUM WIDTH - 42"
// // // | MAXIMUM HEIGHT - 108"
// // // STICKING PROFILE - A-1

‘ 0 GLASS THICKNESS - 1/4"
o
<
NN/ | °
m———1 lﬁa —,———. ™ "
BOTTOM RAIL FOR DOORS OVER 36" X 98"
" TO 427 X 99" 12"
9 TO 42" X408" 14"
ALSO AVAILABLE IN SOLID WOOD
CONSTRUCTION. LIMITED WARRANTY
5" VARIES 5"
—— —9 PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN 20 MIN.
A318 - 18 LITE FIRE RATING
INTERIOR POS. & NEG. PRESSURE

(LIMITED SIZES)




Series 100
Exterior



SAVANNAT MILLWORKS

100 SERIES — TRADITIONAL

EXTERIOR
-=‘
1 % & I %
_ [ ~— 1 I =——=1
e RN
I -
A102EXT A102LEXT A102SLEXT A103EXT A103LEXT
I
4 | E" &

1l

A1035LEXT A104EXT A104LEXT

=0

I

i

A106BEXT A106DEXT A10TEXT

3 U

4

i
(31 [
3l 118

A
L

A10BAEXT A10BALEXT A109AEXT AH0AEXT AT12AEXT

SERIES 100 EXTERIOR - 1



SAVANNAT

LILWORKS

o XTE SPECIFICATIONS
u
THICKNESS 13/4" & 2 1/4"
" MAXIMUM WIDTH - 42"
11]
| // & MAXIMUM HEIGHT - 96"
>
PANEL THICKNESS - 1 5/8"
STICKING PROFILE - A-1
= & | GLASS THICKNESS
IE’) SINGLE 14"
| INSUL /16"
- - . = > ©
o0
1%
o)
© =
. 'y)
o>} -
A &
—p-
- 12" BOTTOM RAIL FOR DOORS OVER
= 36" WIDE
4 - ONE YEAR LIMITED WARRANTY
IEFACTORY PREFINISHED
5 12| VARES VARES [5 112"
L 4 L 4 \ 4 PREFIT WIDTHS AND UNDERCUTS IN
3 58" HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN

A105LEXT - 3 PANEL 1 LITE

EXTERIOR

SOLID WOOD ONLY

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNATH

JLWORIKS

VARES L 1 2;

X SPECIFICATION
THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 86"
PANEL THICKNESS - 15/8"

STICKING PROFILE A-1

399/16"

26 5/16" 6 112"[
—’

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

10"

5 /2" VARES 5 1!21
—

ONE YEAR LIMITED WARRANTY .
IF FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100
A102EXT - 2 PANEL
EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNAH MITLLWORKS

399/186"

b
|
|

— -

5 1/2

N

10" 26 5/16" 6 1/2[
R —

5 1/2' VARES 5 1/2'

EXTERIOR SPECIFICATIONS

THICKNESS 13/4" & 21/4"

MAXIMUM WIDTH

42"
MAXIMUM HEIGHT - a6"
PANEL THICKNESS - 15/8"
STICKING PROFILE - A-1
GLASS THICKNESS

SINGLE 1/4"
INSUL 9/16"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY
|IE FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OQTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100
A102LEXT - 1 PANEL 1 LITE

EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNAT

ALWORIKS

N
= EXTE PECIFICATIO
4 .l
il
THICKNESS 13/4" &2 1/4"
! MAXIMUM WIDTH - VARIES
1 ")
// 2 MAXIMUM HEIGHT - 96"
<
|I > PANEL THICKNESS -  15/8"
STICKING PROFILE - A-1
GLASS THICKNESS
l 1}
SINGLE 114
= —4 INSUL 9/16"
o
__‘DT.
©
i 2
o
8-
=)
L ONE YEAR LIMITED WARBANTY_
IE FACTORY PREFINISHED
2 1/2" VARIES 2 1/2"
?—F PREFIT WIDTHS AND UNDERCUTS IN
MIN. -+ MIN. HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
~ SERIES 100 AVAILABLE IN
A102SLEXT -1 PANEL 1 LITE SI\DELITE SOLID WOOD ONLY
EXTERIOR SOME SPEGIES MAY BE

FACE LAMINATED




SAVANNATHI

ALWORIKS

—g
\ TION
L2¥ 8

| THICKNESS 13/4" & 2 1/4"
0 MAXIMUMWIDTH - 42"
W
% MAXIMUM HEIGHT - 95"
>

i PANEL THICKNESS - 1 5/8"

STICKING PROFILE - A-

—*
3 &/8"

8"

I s
(23]
. ©
(4o —
hay T3
m h
a ™
. 12" BOTTOM RAIL FOR DOORS OVER
= 36" WIDE
= = ONE YEAR LIMITED WARRANTY_
IE FACTORY PREFINISHED
5 172" VARES 5 172
L 4 L 4 L 4 4 PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN
A103EXT - 3 PANEL SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNATH

ALWORIKS

)

399/16"

I5 12!

N

i

l

E

|
——————

3 58"

21 15/16"

1]
_*

10"

F 12" VARES 55 1/21
—— %

3 58"

EXTERIOR SPECIFICATIONS

THICKNESS 13/4" & 2 1/4"

MAXIMUM WIDTH

42"
MAXIMUM HEIGHT - 96"
PANEL THICKNESS - 15/8"
STICKING PROFILE - A-1
GLASS THICKNESS

SINGLE 114"
INSUL 8/1e"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY
IF FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100
A103LEXT - 2 PANEL 1 LITE
EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FAGE LAMINATED




SAVANNATH

OR SPECIFIC NS

THICKNESS 13/4" & 2 1/4"
I / o MAXIMUMWIDTH - VARIES
@
] / < MAXIMUM HEIGHT - 96"
PANEL THICKNESS -  15/8"
|L | STICKING PROFILE -  A-1
© GLASS THICKNESS
g SINGLE 114"
] INSUL 9/16"
-— N
? ©
m
o
! B
| -
r
=)
. ONE YEAR LIMITED WARRANTY
IE FACTCRY PREFINISHED
2 1/2" VARIES L4 21/2" PREFIT WIDTHS AND UNDERCUTS IN
MN. T T MIN HEIGHT COME FROM PANELS OR GLASS
) ’ UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN
A103SLEXT -2 PANEL 1 LITE SIDELITE SOLID WOOD ONLY
EXTERIOR SOME SPECIES MAY BE

FACE LAMINATED




SAVAN NATH JLWORIKS

|
IS 12 +

VARIEES

399/16"

l
4 10" J 26 5/16" ,6 1!4

EXTERIOR SPECIFICATIONS

THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 96"
PANEL THICKNESS - 1 5/8"
STICKING PROFILE - A-1

12" BOTTOM RAIL FOR DCORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY

IE FACTORY PREFINISHED
';5 12'Y VARES VARES 5 1/2‘4
+» +—o L 4 PREFIT WIDTHS AND UNDERCUTS IN
3 58" HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED, STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN
A104EXT - 4 PANEL SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNATH

ALWORIKS

N-.—
= T 0 CIFICATIONS
; ——~———“’T
THICKNESS 13/4" & 2 1/4"
, | ) MAXIMUM WIDTH - 42"
Ll
' % MAXIMUM HEIGHT - 96"
>
PANEL THICKNESS - 15/8"
| STICKING PROFILE - A-1
=== to
Y]
_—_— ™
{ { ®
— &
Vo3
h— o
o
y -
|
_—
5 12" BOTTOM RAIL FOR DOORS OVER
-— 36" WIDE
& ONE YEAR LIMITED WARRANTY
IF FACTORY PREFINISHED
5 1/2'| VARES VARES |51/2
L — l—q ———=9 PREFIT WIDTHS AND UNDERCUTS IN
3 5/8 HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN
A106DEXT - 6 PANEL SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVAN NATH

ALWORKS

5 1/2

EQUAL

EQUAL

EQUAL

EQUAL

10°

5 1/2'
¢

EQ EQ EQ |5 1/2
* *

3 5/8

35/8

3 5/8'

EXTERIOR SPECIFICATIONS

THICKNESS 13/4" & 21/4"
MAXIMUM WIDTH = 42"
MAXIMUM HEIGHT - 96"
PANEL THICKNESS - 1 5/8"
STICKING PROFILE - A-1

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY
IF FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN

3 5/8 3 5/8' HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
S_ERI_E,_S_[QD_ AVAILABLE IN
AT12AEXT - 12 PANEL SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FAGE LAMINATED




SAVANNATH

JLWORIKS

399/16"

5 /27

VARIES

6 1/2"

26 5/16"

10"

$5 1/2"-VARIES VARES 5 172
3 &8"

—r—————+—+¢

] CIFIC S

THICKNESS 13/4" & 21/4"

MAXIMUM WIDTH 42"

MAXIMUM HEIGHT - 96"
PANEL THICKNESS - 1 5/8"
STICKING PROFILE - A-1
GLASS THICKNESS

SINGLE 1/4"
INSUL gHe"

12" BOTTOM RAIL FOR DOORS QVER
36" WIDE

ONE YEAR LIMITED WARRANTY
IE FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100
A104LEXT - 2 PANEL 1 LITE
EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FACE LAMINATED




SAVAN NATH

JLWORIKS

399/16"

5 1/2]

*

VARES

—

8”

21 15/16"

10ll

*‘3 'I.r'Z'+ VARIES VARIES f 1:‘2'+

3 58"

3 58"

EXTERIOR SPECIFICATION

THICKNESS . 13/4" & 2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 96"
PANEL THICKNESS - 1 5/8"
STICKING PROFILE - A-1

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY
IE FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN

3 58" HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN
A105EXT - 5 PANEL SOLID WOOD ONLY
EXTERIOR SOME SPECIES MAY BE

FACE LAMINATED




SAYAN NATH MILLYWORKS

399/16"

EXTERIOR SPECIFICATIONS
THICKNESS 13/4" &2 114"
MAXIMUMWIDTH - 42"
MAXIMUM HEIGHT - 96"
PANEL THICKNESS -  15/8"
STICKING PROFILE - A1

26 5/16" 6 1/21 VARIES l 1 95/16"*5 1/24
3 8"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

-

I5 172

ONE YEAR LIMITED WARRANTY
IE FACTORY PREFINISHED

VARIES VARES 1/2',

PREFIT WIDTHS AND UNDERCUTS IN

3 &8" HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN
A106EXT - 6 PANEL SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVAN NAIH

ALWORKS

*

|
45 12

EQUAL

|
u

|
10" EQUAL EQUAL
; l 4
3 58"

1/2'] VARES VARES 5 12’
+ —~+—+¢ ’
3 5’8"

CIFICATY

THICKNESS 13/4" & 2 1/4"

MAXIMUM WIDTH

42"

MAXIMUM HEIGHT 96"

PANEL THICKNESS

1 5/8"

STICKING PROFILE A-1

12" BOTTCM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY_
IE FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100
A106AEXT - 6 PANEL

EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FAGE LAMINATED




SAVAN NATH JLWORIKS

|
‘5 1/2

VARES

1
I
!
6 1/2'

—
—
————
m——

26 5/16"

39 9ng’

10

5 1/2' EQ EQ EQ |5 1/2'
r—
3 5/8 35/8

E ATIONS
THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 96"
PANEL THICKNESS - 1 5/8"
STICKING PROFILE - A-1

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY
IE FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS iN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100
A106BEXT - 6 PANEL

EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNAIH

1727
®

3 58"

3 58"

EQUAL EQUAL EQUAL L

358"

358"

10" EQUAL EQUALI l
® 1 #—-4

l CIFICATIO
THICKNESS 13/4" & 21/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 86"
PANEL THICKNESS - 1 5/8"
STICKING PROFILE - A-1

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY

IE FACTORY PREFINISHED
,5 1!2+ VARES o VARES ,5 112', PREFIT WIDTHS AND UNDERCUTS IN
3 58" HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &

RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 100 AVAILABLE IN

A110AEXT - 10 PANEL SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVAN NATH

JLWORIKS

& if IFICATIO
L+ 1P N
N J || — IT\—
i | THICKNESS 13/4" 82 1/4"
z MAXIMUM WIDTH - 42"
W
% MAXIMUM HEIGHT - 96"
| >
I I | PANEL THICKNESS -  15/8"
| i STICKING PROFILE -  A-1
| f'i‘i’
19
(2]
C——— B
I &
[T}
— N— — 30
I | 5
~
|| || | |
'.
_ 12" BOTTOM RAIL FOR DOORS OVER
=) 36" WIDE
- ONE YEAR LIMITED WARRANTY.
IF EACTORY PREFINISHED
5 1/2 EQ EQ EQ 51/2"
— ¢ +—e e PREFIT WIDTHS AND UNDERCUTS (N
35/8 3548 HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN
A107TEXT -7 PANEL SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNATHI

JLWORIKS

5 1/21
¢

,_

3 58"

EQUAL l EQUAL u EQUAL
*—o
358"

3 58"

EQUAL

EXTERIOR SPECIFICATIONS

THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 96"
PANEL THICKNESS - 15/8"
STICKING PROFILE - A-1

42" BOTTOM RAIL FOR DOORS OVER

:‘2 36" WIDE
I ONE YEAR LIMITED WARRANTY
IF EACTORY PREFINISHED
5 121 VARIEES VARES 5 1/2'
+ ¢ o e ' PREFIT WIDTHS AND UNDERCUTS IN
3 58" HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED, STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN
A108AEXT - 8 PANEL SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVANINAIH

JLWORKS

5 121

A\

<>
<>
VARIES

+—+
3 5/8"

EXT PE ATIONS
THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 96"
PANEL THICKNESS - 15/8"
STICKING PROFILE - A-1
GLASS THICKNESS

SINGLE 4"
INSUL 9/16"

12" BOTTOM RAIL FOR DOORS OVER

iCE 36" WIDE
e ONE YEAR LIMITED WARRANTY.
IEFACTORY PREFINISHED
95 1!2; VARES G VARES ,5 1"2; PREFIT WIDTHS AND UNDERCUTS IN
3 58" HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN
A108ALEXT -2 PANEL 1 LITE SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNAIH

JLWORIKS

5 1/2]

|| Q ||

EQUAL

_ﬁ —

EQUAL

|
Jll
|

3 5/8'

= f
3 5/8

XTERIOR SPECIFICATIONS

THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH : 42"
MAXIMUM HEIGHT - 96"
PANEL THICKNESS - 1 5/8"
STICKING PROFILE - A-1

[ ] [ ]
-
(111 <
c
w
MRN(R s
B 12" BOTTOM RAIL FOR DOORS QOVER
— 368" WIDE
¢ ONE YEAR LiMITED WARRANTY
IE FACTQRY PREFINISHED
5 1/2' EQ EQ EQ B 1/2
PREFIT WIDTHS AND UNDERCUTS IN
3 5/8' 3 5/8 HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 100 AVAILABLE IN
A109AEXT -9 PANEL SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




Series 300
Exterior



N\

A

e 4

A

A

2

A306VPEXT
A30BHPSLEXT

AM12HPEXT

ALWORKS

AJ0BHPEXT

A3J0ESLEXT

A306EXT

N AYAY 2 N\ AATAY
g

NI £ 1IN N A S
e [N NNN

N A 2 (R NMMY

A30BSLEXT

EXTERIOR

300 SERIES - FRENCH

A

N\

Y

N

A

AJ0BEXT

A3D0SLEXT

AJ0SVPEXT

//.

R

NN L=
SN [ —
AN A
RN A
N NN
N
\\

2

2

N

N

AJ00EXT

2

2

2

A306VPSLEXT

SAVAN NATH

AJ0SHPEXT

SERIES 300 EXTERIOR - 1

A318SLEXT

A318EXT

AJISEXT




SAVANNATH MILLWORKS

GLASS OPTIONS

The following glass is available as a standard for true divided lite doors and full lite doors.
Please mark your choice clearly on your quotation request. If not stated, SAVANNAH
MILLWORKS will quote 1/4" clear, tempered glass for interior doors and 9/16" clear,
tempered insulated glass for exterior doors. All tempered glass meets the requirements
of ANSI-297-1-1984 Performance Specifications and Test Methods for Safety Glazing in
Buildings.

LAMINATED GLASS - This consists of two or more pieces of sheet, plate, or float glass
bonded together by an intervening layer or layers of plastic material. It will crack or break
under sufficient impact, but the pieces of glass tend to adhere to the plastic. If a hole is
produced, the edges are likely to be less jagged than would be the case with ordinary
annealed glass. Plastic material that is available is clear or white. Standard thickness
available is 1/4".

TEMPERED GLASS - (Other terms such as “heat treated glass,” “heat toughened glass,”
“case hardened glass,” and “chemically tempered glass” are used also.) This consists of
a single piece of specially treated sheet, plate, or float glass possessing mechanical
strength substantially higher than annealed glass. When broken at any point, the entire
piece breaks into small pieces that have relatively dull edges as compared to those of
broken pieces of ordinary annealed glass. SAVANNAH MILLWORKS standard thickness
is 1/4" however, other thicknesses are available.

WIRE GLASS - This consists of a single piece of glass with a layer of meshed wire
completely imbedded in the glass but not necessarily in the center of the glass. Standard
thickness is 1/4".

INSUL GLASS - (Multiple Glazed Unit) This consists of two or more sheets of glazing
material separated by an airspace or spaces and glazed in a common mounting. Our
standard for insulated glass is 9/16" which consists of 3/16" clear, tempered glass,

1/4" air space, plus 3/16" clear, tempered glass. If 1" insul glass is requested for 1-3/4"
doors, raised moldings will be required to hold the glass in the door. Spacer bar is available
in aluminum or dark bronze finish as standard,

BEVELLED GLASS - 5mm and 1/4" tempered beveled glass is available as a standard
option. The standard bevel will be 1". After 1/2" X 1/2" glass stop is applied, 1/2" of the
bevel will show around all 4 sides. This bevel is on one side of the glass only.

SERIES 300 EXTERICR - 2



SAVAN NATH ALWORKS

GLASS OPTIONS - continued

BEVELLED INSUL GLASS - consists of one piece of 3/16" clear, tempered glass, 1/4"
air space, plus one piece of 5M tempered, beveled glass. NOTE - the 1" bevel is on one
side of one piece of glass only. After the 1/2" X 1/2" glass stop is applied, 1/2" of the
bevel will show around all 4 sides.

SANDBLASTED GLASS - either 5M or 1/4" tempered with sandblasting on one side of
glass to give a milky white appearance. A 1" clear bevel can be added to the sandblasted
side also. Since sandblasted glass may mark from touching it, a protective spray can be
applied to the sandblasted side but must be requested at the time of the quotation.

OTHER AVAILABLE OPTIONS -

LowE

Tinted - Bronze, Gray, Green, Bluegreen
5mm Pinhead

Some patterned glass - call for availability

SERIES 300 EXTERIOR - 3
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10"

5 1/2" VARIES 5 1/2"
e —

R ECIFICATIONS
THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 96"

STICKING PROFILE - A-1
GLASS THICKNESS
SINGLE 174"
INSUL 9/16"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIM{TED WARRANTY
IE FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 300
A300EXT - FULL LITE

EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNAIH

AJLWORKS

N

4

212" H VARIES "l 212"

EX 10 ECIFICATION

THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - VARIES
MAXIMUM HEIGHT - 96"
STICKING PROFILE - A1
GLASS THICKNESS
SINGLE 1/4"
INSUL 8/16"
ONE YEAR LIMITED WARRANTY
IE FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN

MIN. MIN. HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN
A300SLEXT - FULL LITE SIDELITE SOLID WOOD ONLY
EXTERIOR SOME SPECIES MAY BE

FACE LAMINATED




SAVANNAIH ALWORKS

a ERI ECIFICATION
B - ;
THICKNESS i 3/4" & 2 114"
// // MAXIMUM WIDTH - 42"
L MAXIMUM HEIGHT - 96"
STICKING PROFILE - A-1
(2]
i GLASS THICKNESS
r SINGLE 114"
< INSUL 9/16"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

|
— “’"i

ONE YEAR LIMITED WARRANTY.

{F FACTORY PREFINISHED

5 1/2" VARIES 112"

4 f * PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME EROM PANELS OR GLASS

UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN
A306EXT -6 LITE SOLID WOOD ONLY
EXTERIOR SOME SPECIES MAY BE

FACE LAMINATED




SAVANNAITH

JLWORKS

9
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fe)
B !
THICKNESS 134" & 2 1/4"
// MAXIMUM WIDTH - VARIES
MAXIMUM HEIGHT - 06"
i
STICKING PROFILE - A-1
J »
u CLASS THICKNESS
// I SINGLE 114"
g INSUL 9/16"
| //
=)
o ONE YEAR LIMITED WARRANTY.
1IE FACTORY PREFINISHED
212" VARIES 212"
——¢ PREFIT WIDTHS AND UNDERCUTS IN
MIN. -+ MIN. HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN
A306SLEXT -3 LITE SIDELITE SOLID WOOD ONLY
EXTERIOR SOME SPECIES MAY BE

FACE LAMINATED




SAVANNATH ALWORKS

5 1/2'
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*5 1/2'1 VARIES VARIES [5 /2"
—r————9

EXTERIOR SPECIFICATIONS

THICKNESS 134" &2 1/4"
MAXIMUM WIDTH = 42"
MAXIMUM HEIGHT - 96"
PANEL THICKNESS - 15/8"
STICKING PROFILE - A-1
INSUL a/1e"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY_
IF FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN

3 58" HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN
A306VPEXT - 6 LITE OVER 2 VERTICAL PANELS SOLID WOOD ONLY
EXTERIOR SOME SPECIES MAY BE

FACE LAMINATED




SAVAN NATH ALWORIKS

5 1/2)

0 CIFICATIO
// THICKNESS 13/4" & 2 /4"
MAXIMUMWIDTH - VARIES
W
. // = MAXIMUM HEIGHT - 96"
<«
> PANEL THICKNESS -  15/8"
// STICKING PROFILE - A-1
/ GLASS THICKNESS
¥ SINGLE 1/4"
:Q_ INSUL 9/16
w
[
©
B
[<e}
I )
T 1
=
L ONE YEAR LIMITED WARRANTY.
IE FACTORY PREFINISHED
2 1/2" VARIES 2 1/2"
H PREF!IT WIDTHS AND UNDERCUTS IN
MIN. +-+ MIN. HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN
A306VPSLEXT - 3 LITE OVER 1 VERTICAL PANEL SIDELITE SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED
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15 172!
e

N
\\

N

N
N

|\
N

i

#‘5 112" VARIES lS 1/2"
+ ’

10"

EXTERIOR SPECIFICATIONS
THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 96"
STICKING PROFILE - A1
GLASS THICKNESS

SINGLE 1/4"
INSUL 9/16"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY
IE FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 300
A308EXT - 8 LITE

EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FACE LAMINATED




SAVANTNATH

JLWORKSS

~5112'

VARIES

l
10"41
F

212" VARIES L 21/2"
4

ECIFICATIONS

THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - VARIES
MAXIMUM HEIGHT - 96"
STICKING PROFILE - A-1
GLASS THICKNESS

SINGLE 1/4"

INSUL 9/16"

ONE YEAR LIMITED WARRANTY
IF FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS 1N

MIN. MIN. HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN
A308SLEXT - 4 LITE SIDELITE SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVAN NATH JLWORIKS

EXTERIOR SPECIFICATIO

E 172"

I THICKNESS 13/4" &2 1/4"

MAXIMUM WIDTH - 42"

MAXIMUM HEIGHT - 96"

PANEL THICKNESS - 1 5/8"

STICKING PROFILE - A-1

VARIES

SINGLE 1/4"
INSUL 9/16"

MNAIA

i
A\

|

MNAYAYA

358"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

10" L/ARlEs
’ *——

ONE YEAR LIMITED WARRANTY
IE FACTORY PREFINISHED

5 1/2" VARIES 5 172!

4 o R L 4 PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STHLE &
RAIL DIMENSIONS REMAIN AS SHOWN . |

SERIES 300 AVAILABLE IN
A308HPEXT - 8 LITE 1 HORIZONTAL PANEL SOLID WOOD ONLY

EXTERIOR SOME SPECIES MAY BE
FACE LAMINATED




SAVANNAIH ALWORKS

—

|
|5 172

X 8] FICATIO
// THICKNESS 13/4" &2 1/4"
MAXIMUMWIDTH - VARIES
/ MAXIMUM HEIGHT - 96"
// 7 PANEL THICKNESS -  15/8"
11}
= 4 STICKING PROFILE - A-1
>
GLASS THICKNESS
// SINGLE 114"
|| INSUL 9/16"
I 0
D
[3p]
w
| y
— od
g
'_
=)
& ONE YEAR LIMITED WARRANTY.
IFE FACTORY PREFINISHED
2 1/2" VARIES 2 1/2"
*+—9- H PREFIT WIDTHS AND UNDERCUTS IN
MIN. MIN. HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERW!SE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN
A308HPSLEXT~4 LITE OVER 1 HORIZONTAL PANEL SIDELITE SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNATH ALWORKS

—-
% E I C TIO
- 0
// // // THICKNESS 1 3/4" &2 1/4"
MAXIMUMWIDTH - 42"
/2]
// // // I 5 MAXIMUM HEIGHT - 96"
<
> PANEL THICKNESS - 1 5/8"
/ / / STICKING PROFILE - A1
SINGLE 114"
] =1 INSUL 9/16"
— - a1 — =
© -
R
— T
- 1%
© @
= — —%
[#)]
&
? — :
S R
= 12" BOTTOM RAIL FOR DOORS OVER
= 36" WIDE
4 o ONE YEAR LIMITED WARRANTY
IF FACTORY PREFINISHED
5 1/2 l VARIES k 172"
L 4 PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN
A309HPEXT -9 LITE OVER 2 HORIZONTAL PANELS SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVAN NATH ALWORIKS

NN
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39 9/16"

|
1
|
|
‘ 10"4+ 26 5/16" {61]2"1

512 VARIES VARIES 15 172"
—+ b ’

R SPECIFICATIONS

THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - gg"
PANEL THICKNESS - 15/8"
STICKING PROFILE - A-1
Tonee
INSUL /16"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY
IF FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

®
358"
SERIES 300
A309VPEXT - 9 LITE OVER 2 VERTICAL PANELS
EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNAI MINLILWORKS

A ///a !
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7
71| |

SPECIFI ON
THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 96"
STICKING PROFILE - A-1
GLASS THICKNESS
SINGLE 1/4"
INSUL 9/16"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY
IF FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 300
A310EXT - 10 LITE

EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNAT N

ALWORIKS

5 1/72]
s

SPECIFICATIONS

THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - VARIES
MAXIMUM HEIGHT - 96"

STICKING PROFILE - A-1
/2]
iy, GLASS THICKNESS
// T4 SINGLE 1/4"
< INSUL 9/16"
// 1
=)
—- ONE YEAR LIMITED WARRANTY
IF FACTORY PREFINISHED
21p" VARIES 212"
—o—9 PREFIT WIDTHS AND UNDERCUTS IN
MIN. e MIN. HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN
A310SLEXT -5 LITE SIDELITE SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




SAVANNAIH ALWORKS

=
g ERI ECIFIC
— —_— :
// // // I THICKNESS 13/4" & 2 1/4"
| MAXIMUM WIDTH - 42"
/ / / MAXIMUM HEIGHT - 06"
| / / // - PANEL THICKNESS -  15/8"
11}
o STICKING PROFILE - A-1
~ %
S
GLASS THICKNESS
// // // l SINGLE 1/4"
INSUL 9/16"
ﬁ I—=="==""=\ ED
§ AF Im
)
0
D %
4
- 12" BOTTOM RAIL FOR DOORS OVER
=] 36" WIDE
- ONE YEAR LIMITED WARRANTY_
IE EACTORY PREFINISHED
45 142" VARIES 5 1/2"
— ~ 4 PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN
A312HPEXT - 12 LITE OVER 1 HORIZONTAL PANEL SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED
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10"

5 /24 VARIES 5 1/2'
9 —+—+

E SPECIFICATION
THICKNESS 13/4" &2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 96"
STICKING PROFILE - A-1
GLASS THICKNESS

SINGLE 1/4"
INSUL 9/16"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY
IE FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS N
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 300
A315EXT - 15 LITE
EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FACE LAMINATED
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5 1/2]
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NN TN I IN TN

VARIES

10"

*5 1!2',_ VARIES P 1!2”

EXTERIOR SPECIFICATIONS

THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - 42"
MAXIMUM HEIGHT - 96"
STICKING PROFILE - A-1
GLASS THICKNESS
SINGLE /4"
INSUL 9/1g"

12" BOTTOM RAIL FOR DOORS OVER
36" WIDE

ONE YEAR LIMITED WARRANTY.
IE FACTORY PREFINISHED

PREFIT WIDTHS AND UNDERCUTS IN
HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .

SERIES 300
A318EXT - 18 LITE

EXTERIOR

AVAILABLE IN
SOLID WOOD ONLY

SOME SPECIES MAY BE
FACE LAMINATED .
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N
i[ O EC ON
| ——s el
// THICKNESS 13/4" & 2 1/4"
MAXIMUM WIDTH - VARIES
// MAXIMUM HEIGHT - gs"
/ STICKING PROFILE -  A-i
/ o
w GLASS THICKNESS
% SINGLE 1/4"
/ > INSUL 9/16"
r——=r {3
:o-
> ONE YEAR LIMITED WARRANTY_
IE FACTORY PREFINISHED
Uz o VARIES ,_i 2 V2 PREFIT WIDTHS AND UNDERCUTS IN
MIN. MIN. HEIGHT COME FROM PANELS OR GLASS
UNLESS OTHERWISE REQUESTED. STILE &
RAIL DIMENSIONS REMAIN AS SHOWN .
SERIES 300 AVAILABLE IN
A318SLEXT - 6 LITE SIDELITE SOLID WOOD ONLY
EXTERIOR

SOME SPECIES MAY BE
FACE LAMINATED




Profile A-1
Interior



SAVANNATH ALWORIKS

STANDARD CONSTRUCTION DETAIL

7/1
PANEL
STILE
r-—T —
_____ L e 1
112" x 4"
FLUTED DOWELS RAIL
__________ —
S -
CORNER ELEVATION
STILE PANEL N\
CROSS SECTION \ RAIL

PROFILE A-1 INTERIOR - 1
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Profile A-1
Exterior
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Profile L-1
Interior
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Fire Doors



SAYAN NATH MILILWORKS

20 MINUTE POSITIVE / NEGATIVE PRESSURE

Panel Doors
* Maximum single opening 3/6 x 8/0
* Maximum paired opening 7/0 x 8/0
¢ Maximum panel size 31" x 66 1/2"
* Minimum panel size 5-1/2" x 11-1/2"
* Maximum amount of panels 18
* Minimum flat panel thickness 5/8"
* Minimum raised pane! thickness 1-1/8"
* Minimum stile face before sticking, 5" (cyl lock)
¢ Minimum stile face before sticking, 6" (mort lock)
¢ Minimum top rail face before sticking, 5"
¢ Minimum lock rail face before sticking 6-1/2"
¢ Minimum bottom rail face before sticking 10" (up to 8/0)
¢ Minimum mid rai! and mullion face, before sticking S

* Pairs allowed with and without metal astragal (must know when pricing)

Allowable Hardware {must be rated)

¢ Cylindrical locks 5" min stile face
* Mortise locks 6" min stile face
* Minimum {atch throw 1/2" singles 3/4" on pairs

* Dead bolts 6" min stileface
e Automatic flush bolts 6" min stile face
¢ Manual, standard and extension flush bolts 6" min stile face
e Surface vertical rods 5" min stile face
¢ Rim exit device 6" min stile face

s Auto door bottom
* Wire raceway

UBC 7-2 1997 Positive Pressure doors with panels only
(smoke & draft control}

All of the above specifications are allowed, however, we must be notified if the doors
will be used in a positive pressure application.

PLEASE NOTE: Positive pressure doors, must be installed in strict compliance to
Savannah Millworks installation instructions for 20 minute positive pressure
doors. All doors were tested under the Warnock Hersey Label.

FIRE DOORS - 1



SAVANNATH ALWORIKS

20 MINUTE POSITIVE / NEGATIVE PRESSURE

Glass Doors

* Maximum single opening 3/6 x 8/0

* Maximum paired opening 7/0x8/0

* Maximum single lite size 1/4" wire glass 1296 square inch
¢ Maximum single lite size fire lite 1503 square inch
* Maximumliteheight firelite 68"

¢ Maximum lite width fire lite 31"

¢ Maximum amount of lites 18

* 1/4" Fireglass 20, impact safety rated U.S.A.

* 1/4" Firelite or Firelite NT CANADA

* Minimum stile face before sticking 5" (cyl lock)

* Minimum stile face before sticking 6" (mort lock)

* Minimum top rail face before sticking 5

* Minimum bottom rail face before sticking 10" (up to 8/0)

* Minimum mullion or bar before sticking 1"

* Pairs allowed with and without metal astragal (must know when plicing)

NOTE: GLASS WILL HAVE A BLACK P.V.C. EDGE UNDER THE LITE BEAD!

Allowable Hardware (must be rated)

* Cylindrical locks 5" min stile face
* Mortise locks 6" min stile face
¢ Dead bolt 6" min stile face
¢ Automatic flush bolts 5" min stile face
* Manual, standard and extension flush boits 6" min stile face

* Surface vertical rods
* Rim exit device

* Auto door bottom

* Wire raceway

UBC 7-2 1997 Positive Pressure Doors with Glass

{smoke & draft control)

All of the above specifications are allowed, however, we must be notified if the doors
will be used in a positive pressure application.

PLEASE NOTE: Positive pressure doors, must be installed in strict compliance to
Savannah Millworks installation instructions for 20 minute positive pressure
doors. All doors were tested under the Warnock Hersey Label.

FIRE DOORS - 2
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We are currently working to expand our
selection of fire rated doors to include
45/60/90 minute ratings. Information will

be sent as it becomes available.

FIRE DOORS - 3
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SAVANNATH ALWORKS

OPTIONS

In producing Stile & Rail Doors, a wide variety of options are necessary to accommodate
different hardware and job site requirements. Savannah Millworks is capable of manufac-
turing any standard or custom detail required for your project. Some examples of stan-
dard options available are:

* Radius edges (pivot hardware)

¢ Rabbetted stiles for pairs

¢ Rabbetted top rail and transom rail

® Dutch door

e Dutch door shelf with supports

* Matching wood astragal

* Custom lite beads

s Exterior flashing (top rail)

* Raised mouldings

If your project has a detail that is not mentioned above, or is a variation of one of these,
please fax a detail to our customer service department for evaluation.

OPTIONS - 1
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TYPICAL RADIUS STILES

2” RADIUS

TYPICAL RABBETTED STILES

1/8" 5/8"

RN

/
eQUAL 18" EquaL
/

5/8" 1 1/8"
hi

OPTIONS 2
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DUTCH DOOR SINGLE SHELF

DOOR WIDTH (VARIES)
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SAYANNAH MITLLWORKS

DUTCH DOOR DOUBLE SHELF

DOOR WIDTH (VARIES)
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SAVANNATH

ALWORIKS

“T” ASTRAGAL

T-ASTRAGAL

\ INACTIVE DOOR

ACTIVE DOOR \

1/8"

INTERIOR

EXTERIOR

/— KERF FOR WEATHERSTRIPPING
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SAVANINATH ALWORKS

INTERIOR

EXTERIOR FL ASHING TOP RAIL

ALUMINUM DRIP CAP - CAULKED WITH
EXTERIOR GRADE CAULKING

TOP RAIL

EXTERIOR

OPTIONS 6
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RAISED MOULDING
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SAVANNAIH ALWOIRIKS

FACTORY MACHINING

We at Savannah Millworks take pride in the accuracy of our machining department. With
precise measurements and tooling, we are able to prepare a door to your exacting speci-
fications. For the time it takes one of our skilled technicians to prepare a door in our
manufacturing process, an on site carpenter would have great difficulty in matching the
cost or the accuracy.

ADVANTAGES OF FACTORY MACHINING

¢ Quicker installations

Accurate hardware fltting

Cleaner crisper cuts

If factory finished, proper sealing of cutouts
Savings over on site preps

TYPICAL HARDWARE PREPS PROVIDED
Hinges

Cylindrical locks

Mortise locks with or without function holes
Card locks

Panic devices

Exit devices

Concealed vertical rods

Standard or extension flush bolts
Concealed over head closers

Door bottoms

Wire raceways

Pivots

Peep holes

Roller iatches

Electric strikes

Or any other hardware requirements you may have.

MACHINE - 1



SAVANNAITH ALWORKS

DIMENSIONAL TOLERANCES

DOORS UNFITTED

Width: +- 1/16" (2mm)
Height: +- 1/16" (2mm)
Thickness: +- 1/16" (2mm)

TYPICAL PREFIT DOOR CLEARANCES

Top & hinge edges: 1/8" (3mm)

Single door lock edge: 1/8" (3mm)

Pair meeting edge: 1/16" (2mm) per leaf

Door bottom: 1/2" (13mm) from top of floor covering (rated or non rated).
3/4" 19 mm) maximum from top of non-combustible floor.
3/8" 10 mm maximum from top of non-combustible threshold.

DOORS MACHINED FOR HARDWARE

Width: +-1/32" (1mm)
Height: +- 1/16" (2mm)
Thickness: +- 1/16" (2mm)

Hardware locations: +- 1/32" (1mm)
Locks & hinges: 1/32" (1mm)

WARP

In accordance to industry standards, A.W.l. & the NN\W.W.D.A. Warp is any distortion in
the door itself, and it does not refer to the door in relation to the frame or the jamb in
which it is hung. Warp is measured by placing a straight edge or a taut string on the
concave face and determining the maximum distance from the straight edge or string to
the door face. The accompanying table and drawing illustrate the Standard and Test.

Door Door Size Maximum Deviation
Thickness Exceeding
1-3/4 3'-6" x 7'-0"or smaller 1/4"
1-3/4 larger than 3'-6" x 7'-0" 1/4"
in any
3I_6ll x 7'_0"
section

MACHINE - 2



SAVANNAH MILLWORKS

HOW TO MEASURE WARP

Using a taut string or straight edge, measuring on the concave face of the door, diagonalily,
horizontally and vertically, ascertain the point of maximum distance between the taut
string or straight edge. Here are some other points to look for when measuring:

* Door should be in open position (not latched)
* Do not measure warp in relationship to the frame
* Only when gap exceeds 1/4" may door warp be claimed

Often a door may not fit into the frame properly but it is not warped. In these cases, check

the frame - it should be set plumb and square and jambs should not be twisted or out of
alignment.

Action on any claim for warp may be deferred for up to one year after project completion
to permit doors to acclimate to temperature and humidity conditions.

MACHINE - 3
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